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Technical Properties

•	 The metric cable entries at the top and bottom are  
pre-punched and can be broken out as required without  
problem. An overview of the enclosure sizes and cable entries 
can be found on page 4.

Technical data VARIABOX
Sizes	
Version	 Dimensions (H x W x D)

VARIABOX-S 	 130 x 230 x 145 mm 
VARIABOX-M 	 260 x 230 x 145 mm 
VARIABOX-L	 390 x 230 x 145 mm 
VARIABOX-XL	 520 x 230 x 145 mm 
VARIABOX-XXL	 650 x 230 x 145 mm 
VARIABOX-L DUO 	 390 x 460 x 145 mm 
VARIABOX-XL DUO	 520 x 460 x 145 mm 
		  Further modular extension possible

Colours	 Top grey (standard) RAL 7035
		  Top - yellow, available as of 5 units
		  Top - blue, available as of 5 units
		  Top - red, available as of 5 units
		  Top - silver, available as of 5 units
		  Bottom black RAL 9005

Design	 Top cover straight,  
		  CEE sockets angled 	

Material 	 PBT polyester	

Material properties	 Self-extinguishing, heat-resistant, extremely
		  cold-resistant, resistant to ageing, saltwater-
		  resistant, good electric insulation properties,
		  fracture-proof, wear-, resistant, abrasion-
		  resistant, dimensionally stable

Durable	 High chemical resistance,  
		  UV-stabilised, suitable for  
		  use in hostile environments	

Impact strength	 IK09

Thermal resistance	 DIN EN 61439/ VDE 0660-600	

Resistant to ageing	 Long-term testing at +80 degrees	

Glow wire test	 In accordance with DIN EN60695	

Protection 	 Top can be lead-sealed to bottom, 
		  OTC window can be lead-sealed

Wall mounting	 Either internal or  
		  external fastening	

Top cover attachment	 Hinged on right, 
		  Can be hinged on left on request

Top cover screws	 Captive, with internal and external  
		  hexagon, including slot,  
		  torque 2 Nm	

Cable entry	 Face plates pre-punched at top  
		  and bottom	
		  each with M12, M20, M25/M32/M40

Attachments	 User-friendly OTC mechanism 
		  (One Touch Close),  
		  CEE sockets  16A to 63A with  
		  maintenance-free QUICK-CONNECT  
		  technology, data sockets,  
		  intercompatibility of mounted sockets,  
		  optionally available with handle	

Protection type	 IP44, IP54, IP67	

Environment 	 PVC-free, cadmium-free, halogen-free 
		  and silicone-free	

•	All mounted sockets with maintenance-free 
	 QUICK-CONNECT	 technology
•	sockets with flange dimensions 50 x 50 mm, 75 x 75 mm and 
	 85 x 85 mm not manufacturer specific

•	The new operating window with the unique OTC mechanism  
	 (One Touch Close) engages in the open state and automatically 
	 closes and locks again when touched lightly
•	The enclosure sections and the OTC operating windows can  
	 all be lead-sealed
•	Either internal or external fastening

•	Proper and clearly arranged wiring and an automated safety test 
	 guarantee maximum safety

•	With their generous cable bushings, modularly connected 
	 VARIABOX systems can be internally connected to one another 
	 even when using large cable cross sections




















































































